
Function:

  Key Features:

High quality stainless steel 
construction. 

Contains 1/2” orifice 
clearstream jet.

Jet can be placed in an 
angled or vertical position.

Contains a throttling ball 
valve for precise water 
performance. 

12V AC solid white or red/
blue/green color LED’s 
available. 
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#180-V-Ring-W-2: Vertical 
jet, (1) White Ring LED light, 
(2) solenoids.

#180-A-Ring-W-2: Angled 
jet, (1) White Ring LED light, 
(2) solenoids.

#180-V-Ring-C-2: Vertical 
jet, (1) Colored Ring LED 
light, (2) solenoids.

#180-A-Ring-C-2: Angled 
jet, (1) Colored Ring LED 
light, (2) solenoids.

3/4" FNPT Connection 
Electrical, (TYP.  2)

3" Connection to drain

1 1/2" Connection, 
incoming water
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LEVELING BOLTS &
ANCHORS, (4) plcs.

WATERPROOFING

4" THICK POURED 
CONCRETE AROUND 
ENTIRE CAN

FINISHED GRADE; 
PAVERS SHOWN

Model Order #

180-V-Ring-W-2 240-24669

180-A-Ring-W-2 240-24670

Model Numbering Key

180 Series _ Jet Placement _ Light Series _ Light Color _ Solenoid 
Quantity

Clearstream Jet Vertical or 
Angled Ring White or

Color 2

See 143-15 Series Clearstream Jet for flow calculations.

The 180 Series Can Jet is a completely flush mounted 
unit containing everything needed for a versatile spray 
effect.  Each can contains one 1/2” orifice clearstream 
jet, which can be turned on and off by the main control 
panel, as well as LED lighting.  When used in multiple 
groups, options are endless for a complete interactive 
fountain with multiple spray and lighting sequences. 
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