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Recommended accessories not shown in 
drawing: 492 Series Wind Compensation System.

High quality cast bronze 
and brass construction. 

Diameters up to 72”. 
Custom units available.

3”  NPT inlet.

Fine screening or 100% 
filtration required. 

492 Series Wind 
Compensation System 
required for unprotected, 
outdoor installations. Sold 
separately.

Water level independent.
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The 174 Series Hemisphere produces a dome of 
glistening water. The delicate nature of this spray effect 
makes it the perfect choice for installations requiring a 
quiet, sculptural feature.  The effect is further enhanced 
by underwater illumination. Individual or group designs 
are equally attractive in the appropriate architectural 
setting. The required scale can be selected from our wide 
range of sizes.

#174-036-034 Hemisphere: 
3’ diameter; 34 arms.

#174-048-034 Hemisphere:  
4’ diameter; 34 arms.

#174-048-051 Hemisphere:   
4’ diameter; 51 arms.

#174-060-051 Hemisphere:  
5’ diameter; 51 arms. 

#174-072-051 Hemisphere:  
6’ diameter; 51 arms.

Model Order # Diameter # Arms GPM Head Ship Height

173-036-034 200-20290 3’-0” 34 85 20’ 55.0 lbs

173-048-034 200-20291 4’-0” 34 85 24’ 64.0 lbs

173-048-051 200-20292 4’-0” 51 130 24’ 88.0 lbs

173-060-051 200-20293 5’-0” 51 130 28’ 102.0 lbs

173-072-051 200-20294 6’-0” 51 130 32’ 116.0 lbs

174 Series  

Hemisphere




